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ADDITIVE PACKAGE
FOR TRANSMISSION-HYDRAULIC OIL

APPLICATION FIELD

It is intended for universal transmission and hydraulic oils (class TO-4) production, which are applied for power
transmissions, hydraulic systems and oil-immersed brakes, quarry, off-road, construction and other equipment.
However, it is not intended for UTTO class oils production.

MEETING SPECIFICATION REQUIREMENTS

Caterpillar TO - 4 API CF/CF -2 Komatsu
Allison C -4

QUALITY INDICATORS

Indicator name Standard Typical

Total alkaline number,

mg KOH/g, not less 95 99

Mass fraction of nitrogen, %,

no less 0.3 0.37
Mass fraction of calcium, %, 34 35
not less

Mass fraction of zinc, %, 151 155
not less

Kinematic viscosity at 100 41

100 ° C, mm?/s, no more

DESCRIPTION

K-433 additive package contains high-quality anti-wear components that ensure efficient operation of highly
loaded equipment components

BENEFITS

e  Superior antioxidant properties
e  Anti-wear properties and scoring resistance
e High anti-corrosion properties

PACKING

Tank trucks and wagons, IBC containers, L-Ring Plus Drums

RECOMMENDED INPUT:
8,4 % wt.
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