2y QUALTTET
ADDITIVE PACKAGE

FOR OILS OF HIGH-SPEED ENGINES

APPLICATION FIELD

It is used for oils production intended for highly accelerated diesel engines that meet Euro 5, 6 environmental
standards, which are both set on highway vehicles (tractors, buses, etc.) and off-road equipment (agricultural,
mining, etc.) produced by various manufacturers. The additive package includes components with low ash
content (LowSAPS). Moreover, according to specifications, it guarantees a minimum content of sulfur and
phosphorus.

MEETING SPECIFICATION REQUIREMENTS

APICK—-4 ACEAE®6 ACEA E8 Volvo VDS —4.5 MAN M 3477/3575
QUALITY INDICATORS
Indicator name Standard Typical
Total alkaline number,
mg KOH/g, not less 63 68
Massofractlon of sulfate 6.2 59
ash, %, no more
D/Iass fraction of calcium, 197 13
%, not less
Mass fraction of zinc, %, 05 0.55
not less

1 H )
Mass fraction of nitrogen, %, 115 192
not less
Kinematic viscosity at 350.0 150.0

100 ° C, mm?/s, no more

DESCRIPTION

K-579 additive package includes high-quality detergent, dispersant and anti-wear components, as well as
high-temperature antioxidants that provide effective protection and stable engine operation, while extending oil
service life

BENEFITS

e |t prevents oxidation and deposit formation to help keep your engine clean and efficient
e |t provides effective protection of engine surfaces against wear

e |t contains oil-soluble molybdenum, which ensures optimal friction characteristics

[ )

It promotes more efficient oil performance under high loads and temperatures with extended oil change
intervals

PACKING

Tank trucks and wagons, IBC containers, L-Ring Plus Drums

RECOMMENDED INPUT:
16,1 % wit.
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